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(57) Abstract: The invention relates to a holder for attaching a lighter to the 
narrow face of a cigarette packet. Said holder comprises two spring lugs, over- 
lapping the cigarette packet in the area of said narrow face on a front side and a 
rear side. At least one spring lug has a ridge-type stop element on an inner side, 
facing the other spring lug, said element extending at least over a partial length 
of the spring lug and parallel or approximately parallel to the lighter axis. 

(57) ZusammenTassung: Ein Halter zur Befestigung eines Feuerzeugs an der 
Schmalseite einer Zigarettenschachtel ist mit zwei die Zigarettenschachtel im 
Bereich dieser Schmalseite an einer Vorderseite und an einer Ruckseite tiber- 
greifenden Federstegen ausgebildet. Wenigstens ein Federsteg weist an einer 
dem anderen Federsteg zugewandten Innenseite eine sich zumindest liber eine 
Teiliange des Federsteges und parallel oder annMhernd parallel zur Achse des 
Feuerzeugs verlaufende leistenartige Rast auf. 
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(57) Abstract: The invention relates to a holder (12, 12a, 27) for attaching 
a lighter to the narrow face of a cigarette packet. Said holder comprises two 
spring lugs (6, 7, 29, 30), overlapping the cigarette packet in the area of said 
narrow face on a front side and a rear side. At least one spring lug has a 
ridge-type stop element (8) on an inner side, facing the other spring lug, said 
element extending at least over a partial length of the spring lug and parallel 
or approximately parallel to the lighter axis. A holding device for a lighter can 
also comprise a spring clip (15, 15a, 15b, 15c, I5d, 15e). 

(57) Zusammenfassung: Ein Halter (12, 12a, 27) zur Befestigung eines Feu- 
erzeugs an der Schmalseite einer Zigarettenschachtel ist mit zwei die Zigaret- 
tenschachtel im Bereich dieser Schmalseite an einer Vorderseite und an einer 
RUckseite Ubergreifenden Federstegen (6, 7, 29, 30) ausgebildet. Wenigstens 
ein Federsteg weist an einer dem anderen Federsteg zugewandten Innenseite 
eine sich zumindest uber eine Teillange des Federsteges und parallel oder an- 
nahernd parallel zur Achse des Feuerzeugs verlaufende leistenartige Rast (8) 
auf. Eine Haltervorrichtung fur ein Feuerzeug kann auch eine Federklammer 
(15, 15a, 15b, 15c, 15d, 15e) aufweisen. 
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